
OVERVIEW

SOLAR
POST TOP 

VIRGO SOLAR

The VIRGO Solar LED Post Top is used where no electrical connection is possible and with 
the solar panel and battery unit, the VIRGO is an All-In-One self-sustaining Solar Post Top 
fixture. The VIRGO is ideally used for outside parking areas, isolated area lighting, estate 
gates, and streets with no access to the electrical connection point. Works with a day/night 
sensor as well as an integrated infra-red motion sensor.

MAGNITECH - BENCHMARKING THE
STANDARD OF QUALITY

•	 Open Car Parks
•	 Office Park Lighting
•	 Residential Areas

APPLICATIONS

•	 Security / Perimeter Fence Lighting
•	 Public Areas

IP65 
Rated

IP65

SABS 
Approved

Rated up to
IK10



FEATURES & BENEFITS

	→ Rating: IP65

	→ Accessories: Day night sensor, Infra-red motion sensor

BODY:
LM6 Die Cast Aluminium

SOLAR PANEL:
6W 6V(18% High Efficiency Solar Panel) 
Lithium Battery 3.7V 10400mAh

DIFFUSER:
High Impact Acrylic
(Clear) 

FIXING:
3 X Stainless Steel Grub Screws

LIGHT DISTRIBUTION:
2000 Lumens
Various light distributions available
6000K Color Temperature

DIMENSIONS

Description Length Width Depth

VIRGO (Pole Mounting) 500mm 500mm 200mm



5 RAEBOR ROAD BENROSE JOHANNESBURG 2094  
P.O. BOX 27129 JEPPESTOWN 2043 

T: +27 (0)11 618 2720 F: +27 (0)11 614 9603 
E: SALES@MAGNITECH.CO.ZA  

W: MAGNITECH.CO.ZA

Due to continuing R&D, the above data may change without prior notice. Please consult us for the latest available options. Warranties subject to our standard 
terms and conditions of sale.

PHOTOMETRICS

PRODUCT CODE  SOP2060

NOMINAL WATTAGE  20W

NOMINAL FLUX (LM) 2000

NUMBER OF LEDS  128

COLOR TEMPERATURE  6000K (STANDARD) | 2200K/3000K/5000K (OPTIONAL) 

BATTERY SPEC 86.58WH / Lithium Battery 3.7V 10400mAh

CHARGING TIME 7 - 8 HOURS 

DIFFUSER  Polycarbonate - IK10

LIGHTING TIME 2 - 3 DAYS

CHARGING TEMPERATURE  0°C to 55°C 

BEAM ANGLE 65° X 65°

IP RATING  IP65

IK RATING IK10

MATERIAL ALUMINIUM

VIRGO SOLAR

ORDERING DATA


