
OVERVIEW

INDUSTRIAL 
BULKHEAD

B30

The B30 industrial, high-pressure, die-cast, Lm6 aluminium bulkhead is ideally designed for wall 
mounting applications. The aluminium fitting is complemented with an acrylic lens with internal 
prisms and a smooth external surface fixed to the body.

MAGNITECH - BENCHMARKING THE STANDARD OF 
QUALITY

•	 Houses 
•	 Schools 
•	 Hostels 
•	 Flats
•	 Corridors

APPLICATIONS

•	 LED & Fluorescent options 
available 

LED OPTIONS AVAILABLE

•	 Energy saving fluorescent Bulkhead
•	 Wall / Ceiling Mount
•	 Designed to provide efficient downward light with 

some light directed upward
•	 Moisture and Dust proof
•	 B30 is particularly suited as a self-contained 

emergency lighting luminaire

ADVANTAGES

Made in 
South Africa

IP65 
Rated

Rated up to
IK08

Emergency Version 
Available

65



FEATURES & BENEFITS 

DIMENSIONS 

GASKET: 
Silicon closed cell gaskets 
for durability and heat 
resistance 

BODY: 
Thin wall high pressure die 
cast aluminium LM6 

DIFFUSER:
Injection moulding clear 
polycarbonate lens with internal 
prisms and smooth external surface 
fixed the body 

RETAINING SCREWS: 
4 Stainless steel 304 
captive screws operate 
through the flanges of the 
diffuser in the B30 body 

CABLE ENTRY: 
20mm. High temperature SABS 
approved wiring

MOUNTING: 
Entries are provided in one end. Other 
entries can be drilled if specified. Provision 
made for fixing to flat surface 

SUFFIX OPTIONS & ACCESSORIES

H H Bracket

EB Eye Bolt



PHOTOMETRICS

ORDERING DATA 

5 RAEBOR ROAD BENROSE JOHANNESBURG 2094  
P.O. BOX 27129 JEPPESTOWN 2043 

T: +27 (0)11 618 2720 F: +27 (0)11 614 9603 
E: SALES@MAGNITECH.CO.ZA  

W: MAGNITECH.CO.ZA

Due to continuing R&D, the above data may change without prior notice. Please consult us for the latest available options. Warranties subject to our standard 
terms and conditions of sale.

PRODUCT CODE B30

NOMINAL WATTAGE 23W

NUMBER OF LEDS 33

 LUMEN OUTPUT (LUMINAIRE) 3398lm

LUMINOUS EFFICIENCY +-5% (LUMINAIRE) 148Lm/W

COLOR TEMPERATURE 3000K / 4000K / 5000K - Standard

LED LIFETIME (HOURS) @ TA 25 ° C L90B10 - 100 000 Hours

CRI >70

DIFFUSER UV STABILISED POLYCARBONATE

NOMINAL INPUT VOLTAGE 220V-240V

SURGE PROTECTION 10KVA

IK RATING IK08

IP RATING IP65

* 110V DC version available on request

Maximum Candela = 636.538  Located At Horizontal Angle = 52.5, Vertical Angle = 30
#1 - Vertical Plane Through Horizontal Angles (0-180)
#2 - Vertical Plane Through Horizontal Angles (90-270)


