
SPECTRALED FP
Future Proof LED 
Streetlight & Highmast Range

100W 120W 150W 180W 200W
15,550
lumens

18,776
lumens

24,983
lumens

27,900
lumens

30,542
lumens

240W
36,500
lumens

300W
47,210
lumens

30W 40W 50W 60W 70W
4,500

lumens
6,000

lumens
7,500

lumens
9,100

lumens
10,850
lumens

80W
12,550
lumens



Fit-For-Purpose:

Streetlight 
Die-Cast Aluminium

Hello Future Proof!
The SpectraLED FP is a high-performance LED luminaire built for street lighting, high mast, and outdoor applications where 
reliability and e�ciency are non-negotiable. 

Designed with a fully detachable IP66-rated housing, this fixture ensures long-lasting durability, reduced maintenance and 
safe operation even in demanding environments.

• High-mast areas
• Public amenity lighting
• Street lighting - Class A and B
• Outdoor lighting
• Security lighting
• Parking lot lighting

IP66 IK09
IEC 60598
Certified
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FutureMaxi

FutureMini

FutureMidi



Distribution
Typical Light

*Other photometric distributions available on request



Specifications
Technical

Due to continuing R&D, the above data may change without prior notice. Please consult us for the latest available options. Warranties subject to our standard
terms and conditions of sale. Visit our website for our full product range - www.magnitech.co.za.

MAGNITECH - BENCHMARKING THE STANDARD OF QUALITY

FutureMini FutureMidi
FEATURE

NOMINAL POWER

LUMINOUS FLUX FLUX (LM)

LUMINOUS EFFECIENCY (LM/W)

LED LIFETIME (HOURS) @ TA 25 °C L80B20 > 70 000 HRS

DIFFUSER Tempered Glass - IK09

COLOUR TEMPERATURE 4000K (STANDARD) | 3000K / 5000K / 6500K (OPTIONAL)

CRI >75

OPERATING TEMPERATURE -40°C to 45°C

IP RATING IP66

NOMINAL INPUT VOLTAGE 100V - 277V (STANDARD) | 90V-305V (OPTIONAL)

SURGE PROTECTION 6kV (Standard)  |  10kV/20kV (Optional)

SPIGOT ENTRY

* Values shown are AFTER both Thermal and Optical losses. Output will vary depending on optics utilised. Performance values are subject to ±5% variance.

SFP0030 SFP0040 SFP0060 SFP0100

30 Watts 60 Watts40 Watts 100 Watts

4,500

UP TO 150

UP TO

6,000

UP TO 150

UP TO

9,100

UP TO 151

UP TO

SFP0070

70 Watts

10,850

UP TO 155

UP TO

15,550

UP TO 155

UP TO

SFP0080

80 Watts

12,550

UP TO 156

UP TO

SFP0050

50 Watts

RECOMMENDED INSTALLATION HEIGHT 3-4m 5-6m4-6m 8-9m6-8m 6-8m5-6m

WEIGHT (BOX) 6.4KG 10KG6.5KG 11KG10.5KG 10.7KG6.8KG

7,500

UP TO 150

UP TO

42mm Ø / 60mm Ø 76mm Ø

FEATURE

NOMINAL POWER

LUMINOUS FLUX FLUX (LM)

LUMINOUS EFFECIENCY (LM/W)

LED LIFETIME (HOURS) @ TA 25 °C L80B20 > 70 000 HRS

DIFFUSER Tempered Glass - IK09

COLOUR TEMPERATURE 4000K (STANDARD) | 3000K / 5000K / 6500K (OPTIONAL)

CRI >75

OPERATING TEMPERATURE -40°C to 45°C

IP RATING IP66

NOMINAL INPUT VOLTAGE 100V - 277V (STANDARD) | 90V-305V (OPTIONAL)

SURGE PROTECTION 6kV (Standard)  |  10kV/20kV (Optional)

SPIGOT ENTRY

SFP0120 SFP0150 SFP0200

120 Watts 200 Watts150 Watts

18,776

UP TO 156

UP TO

24,983

UP TO 166

UP TO

30,542

UP TO 152

UP TO

SFP0240

240 Watts

36,500

UP TO 152

UP TO

SFP0300

300 Watts

44,266

UP TO 147

UP TO

SFP0180

180 Watts

RECOMMENDED INSTALLATION HEIGHT 9-10m >12m10-12m >12m >12m10-12m

WEIGHT (BOX) 11.4KG 12KG11.8KG 12.5KG 13KG12KG

27,900

UP TO 155

UP TO

76mm Ø

FutureMaxi



iLANGALED

MAGNITECH (PTY) LTD
21 RAEBOR ROAD, BENROSE, JOHANNESBURG, 2094

TEL:  +27 11 618 2720   |   FAX:  +27 11 614 9603
EMAIL:  SALES@MAGNITECH.CO.ZA

WWW.MAGNITECH.CO.ZA

MAGNITECH - BENCHMARKING
THE STANDARD OF QUALITY

iLangaLED Maxi MAG55 Streetlight

Related Products


